Q. UACC-Cable-Patch-Outdoor-C6A

UniFi Cloud Gateways Switching

WiFi Camera Security Door Access CloudKeys & Gateways

RJ45 & Copper > UniFi Premium Patch Cable Outdoor

Cable length

Cable color
Cable material

Jacket diameter

Bend radius

Cable type
Connector
Anti-crostalk divider
Supported data rate
Supported PoE type
Environment

Standards

Flame rating

UV resistance

Storage temperature
Installation temperature

Ambient operating temperature

Datasheet

UniFi  UISP  Branding

1,2,3,5,8,12,15 m (from end-to-end)

(3.3,6.6,9.8,16.4,26.2, 39

White

.8, 49.2 ft)

Thermoplastic elastomer (TPE)

1-8 m: 3.5 mm (0.14")
12-15 m: 3.9 mm (0.15")

1-8 m: 28 mm (1.1")
12-15 m: 31 mm (1.2")

Category 6A

(2) Frosted booted and shielding RJ45

Aluminum foil
Up to 10 GbE
Up to POE+++
Outdoor

TIA/EIA-568-B.2
ISO/IEC 11801

VW-1 (UL1581)
1SO4892-2

-40 to 85°C (-40 to 185°F)
-20 to 60°C (-4 to 140°F)

-20 to 60°C (-4 to 140°F)
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